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GO FURTHER
TOGETHER.

Perfectly sized for work, weekends, and
everything in between, the Pioneer 700-

4 delivers proven Honda capability with the
versatility to carry cargo, crew, or both. With

our convenient QuickFlip® seating, 675cc liquid-
cooled engine, rugged Kenda tires, and three trim
options—standard, Deluxe, or Forest — this
side-by-side is engineered for your life and your land.

PIONEER 700-4 IS ONLY FOR DRIVERS 16 YEARS AND OLDER. MULTI-PURPOSE UTILITY VEHICLES -

(SIDE-BY-SIDES) CAN BE HAZARDOUS TO OPERATE. FOR YOUR SAFETY, DRIVE RESPONSIBLY.

ALWAYS WEAR A HELMET, EYE PROTECTION AND APPROPRIATE CLOTHING. ALWAYS WEAR YOUR

SEAT BELT, AND KEEP THE SIDE NETS AND DOORS CLOSED. AVOID EXCESSIVE SPEEDS AND .
BE CAREFUL ON DIFFICULT TERRAIN. READ THE OWNER’S MANUAL BEFORE OPERATING THE

VEHICLE. NEVER DRIVE AFTER CONSUMING DRUGS OR ALCOHOL, OR ON PUBLIC ROADS. I I

DRIVER AND PASSENGERS MUST BE TALL ENOUGH FOR SEAT BELT TO FIT PROPERLY AND TO
BRACE THEMSELVES WITH BOTH FEET FIRMLY ON THE FLOOR. PASSENGER MUST BE ABLE TO
GRASP THE HAND HOLD WITH THE SEAT BELT ON AND BOTH FEET ON THE FLOOR. RESPECT
THE ENVIRONMENT WHEN DRIVING. Pioneer®, Phantom Camo® and QuickFlip® are registered
trademarks of Honda Motor Co., Ltd. ©2026 American Honda Motor Co., Inc.



Pioneer 700-4

HERO RED

Pioneer 700-4 Deluxe

BLACK FOREST GREEN

Pioneer 700-4 Forest

TrueTimber® ATERA CAMO

FEATURES & BENEFITS

RUGGED 675cc LIQUID-COOLED ENGINE
Experience the power and reliability of our 675cc
four-stroke single. It’s rubber-mounted to reduce cabin
vibration, fuel-injected for reliable starts and performance
in any weather, and provides endless thrills.

QuickFlip SEATING

Our QuickFlip® seating system is industry-exclusive and
incredibly versatile. Switch between a 2-person mode
with the rear seats laid flat in the bed, giving you full
cargo and tilt bed functionality; a 3-person mode; or a
4-person mode. Pop up the seats whenever you

need them!

KENDA TIRES

All three trims are equipped with Kenda Mastodon AT
tires. Known for their quality and feel, these tires feature
an aggressive tread pattern that allows you to tackle
difficult terrain and conditions.

UNDER-DASH STORAGE

All trims come with under-dash cargo nets featuring

a high-quality, injection-molded design and hooks for
improved retention. Additionally, their storage capacity is
10 liters, which is the largest in our Pioneer lineup.
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20217 Pioneer 700-4 /
Deluxe/Forest

ENGINE TYPE

BORE AND STROKE
INDUCTION

VALVE TRAIN

CLUTCH
COMPRESSION RATIO
TRANSMISSION

DRIVELINE
FRONT SUSPENSION

REAR SUSPENSION

FRONT BRAKES
REAR BRAKES
FRONT TIRES
REAR TIRES
LENGTH
WIDTH

HEIGHT
WHEELBASE
BED CAPACITY
TOW CAPACITY
CURB WEIGHT

FUEL CAPACITY
TURNING RADIUS
GROUND CLEARANCE

One Year Included Transferable, limited warranty

\

PIONEER 700-4

PIONEER 700-4 Deluxe

PIONEER 700-4 Forest

675cc liquid-cooled single-cylinder four-stroke
102.0mm x 82.6mm

Fuel Injection (PGM-FI); 40mm throttle body
OHV; four valves per cylinder

Automatic

9.2:1

Automotive-style automatic transmission
with hydraulic torque converter

Direct front and rear driveshafts

Independent double-wishbone;
7.9 inch travel

Independent double-wishbone;
9.1 inch travel

Dual 200mm hydraulic discs
Single 170mm hydraulic disc
25 x 8-12

25x10-12

114.7 inches

59.9 inches

78.3 inches

76.9 inches

1000 pounds

1500 pounds

1444 pounds (Includes all standard equipment,
required fluids and full tank of fuel)

8.1 gallons
14.8 feet
11.0 inches

Optional Extended Extended coverage available with a HondaCare® Protection Plan

675cc liquid-cooled single-cylinder four-stroke
102.0mm x 82.6mm

Fuel Injection (PGM-FI); 40mm throttle body
OHV; four valves per cylinder

Automatic

9.2:1

Automotive-style automatic transmission with
hydraulic torque converter

Direct front and rear driveshafts

Independent double-wishbone;
7.9 inch travel

Independent double-wishbone;
9.1 inch travel

Dual 200mm hydraulic discs
Single 170mm hydraulic disc
25 x 8-12

25 x 10-12

114.7 inches

59.9 inches

78.3 inches

76.9 inches

1000 pounds

1500 pounds

1453 pounds (Includes all standard equipment,
required fluids and a full tank of fuel)

8.1 gallons
14.8 feet
11.0 inches

675cc liquid-cooled single-cylinder four-stroke
102.0mm x 82.6mm

Fuel Injection (PGM-FI); 40mm throttle body
OHV; four valves per cylinder

Automatic

9.2:1

Automotive-style automatic transmission with
hydraulic torque converter

Direct front and rear driveshafts

Independent double-wishbone;
7.9 inch travel

Independent double-wishbone;
9.1 inch travel

Dual 200mm hydraulic discs
Single 170mm hydraulic disc
25 x 8-12

25x10-12

115.2 inches

59.9 inches

78.4 inches

76.8 inches

1000 pounds

1500 pounds

1506 pounds (Includes all standard equipment,
required fluids and a full tank of fuel)

8.1 gallons
14.8 feet
10.6 inches





